DUMP TRUCK

Quarry

Max. Payload: 41.0metric tons/45.2U.S.tons Max. Payload: 63.0metric tons/69.4U.S tons
Max. Gross Vehicle Weight: 73,175kg/161,320lb.  Max. Gross Vehicle Weight: 107,275kg/236,5001b.
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Model shown may include optional equipment.

Excellent Productivity&Fuel Economy
@ High-output Komatsu engine with low fuel consumption
HD405 : Komatsu SAA6D140E-3 engine
HD605 : Komatsu SAABD170E-2 engine
@ Seven-speed, fully automatic K-ATOMICS (Komatsu Advanced Transmission with
Optimum Modulation Control System)transmission
® Oil-cooled multiple-disc retarder and optional exhaust retarder
Operator Comfort & Safety
® K-ATOMICS transmission provides smooth acceleration and deceleration
@ Hydropneumatic suspension for a smoother ride
@ Wide, sound-suppressing cab ensures comfortable operator environment
@ Maintains constant downhill travel speed (ARSC, Option)
More Uptime
® Sturdy, well-designed frame and tough body for quarry work
@ Monitoring system for operational safety and reliability
® Adjustment-free caliper discs used for front wheel brakes
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Excellent Productivity & Fuel Economy

High-output Komatsu engine:
The power plant with turbocharger and
aftercooler maximizes output.
HD405:SAA6D140E-3
15.23liter/488HP(364kw) at 2000RPM
HD605:SAA6D170E-2
23.15liter/715HP(533kw) at 2000RPM

Low fuel consumption:

High injection pressure creates an ideal
fuel-air mixture for better combustion
efficiency, while the ductile cast-iron
pistons greatly reduce friction loss. For
even higher combustion efficiency, each
cylinder has four valves—two for intake,
two for exhaust. The two helical intake
ports produce optimum swirl for excellent
combustion. The exhaust gas is
smoothly and quickly ejected from the
combustion chamber through the
exhaust ports. All this helps to make the
Komatsu-built engine fuel efficient.

Automatic idling setting system
(AI1SS):

This system facilitates quick engine
warm-up and cab cooling/warming with
air conditioner.

When setting the system ON, engine
idle speed is kept 1000 rpm when
coolant temperature is 50°C{122°F) or
lower. Speed automatically returns to
650 rpm when coolant temperature
reaches 50°C(122°F) .

Seven-speed, fully automatic
K-ATOMICS transmission:

The K-ATOMICS (Komatsu Advanced
Transmission with Optimum Modulation
Control System) automatically selects
the optimum gear according to vehicle
speed, engine speed and the shift
position you’ve chosen. The result: the
best gear for any driving situation.

K-ATOMICS (b Ad d Ti
Maodudaton Control System)
Oil-cooled multiple-disc
retarder and optional exhaust
retarder:

The truck can be decelerated without
frequent use of the brakes, allowing you
to travel more safely at higher speeds,
even down long, steep slopes.

A More Stable Ride in a More
Maneuverable Truck

Long wheelbase and wide tread:
With an exira-long wheelbase, a wide tread
and an exceptionally low center of gravity,
the HD405-6/HD605-5 hauls loads at higher
speeds for higher productivity, and delivers
excellent driving comfort over rough terrain.

Big body: A wide target area makes for
easy loading with minimal soil spillage and
more efficient hauling.

Small turning radius: The MacPherson
strut front suspension has a special A-frame
between each wheel and the main frame.
The wider space created between the front
wheels and the main frame increases the
turning angle of the wheels. The larger this
turning angle, the smaller is the tumning
radius of the fruck.
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